
The ADMS-9 programmer provides a convenient and efficient method to load the memory 
channels, and the set mode items to the FTM-100DR/DE with a Personal Computer.
The menu settings can be adapted to your individual operating preference and then entered 
and stored in your computer. You can then quickly and easily clone all the memory channels 
and menu settings to the FTM-100DR/DE.

Before downloading this software, please read the “Important Notes” carefully.  Downloading 
or installing this software will be taken as indicating your agreement with the contents of the 
“Important Notes”.

Important Notes
r	 All responsibility for the usage of this software lies with the customer. We cannot be held responsible 

in any way for any damages or losses which may be incurred by the customer as a result of using this 
software.

r	 Copyrights and all other intellectual property rights for the software, as well as the software manual, are 
the property of YAESU MUSEN CO., LTD.

r	 The revision, modification, reverse engineering, and decompiling of this software is prohibited. 
Redistribution, transfer, and resale of downloaded files are also prohibited.

r	 Downloaded files may only be used for personal use.

System Requirements
Operating system (OS)
Any one of the following operating system environments
Microsoft Windows® 8.1 (32 bit/64 bit)
Microsoft Windows® 8 (32 bit/64 bit)
Microsoft Windows® 7 (Service Pack 1 or later)
Microsoft Windows Vista® (Service Pack 2 or later)

CablesNecessary PC peripheral interfaces
USB interface (USB Port) or Serial Port (RS-232C)

Cables
PC connection cable SCU-20 or Data cable CT-163 or CT-165

* When using the SCU-20 PC connection cable, install the designated driver on the computer.
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Installing the "Programming Software"
SCU-20 Driver Installation
When using the SCU-20 data cable, install the SCU-20 driver software before using the ADMS-9 
programming software.  Go to the following website to download and install the driver software for the 
SCU-20 (http://www.yaesu.com/).

ADMS-9 Programming Software Installation
1.	 Download and unzip (extract) the ADMS-9 programming software.
2.	 Unzip the downloaded (FTM-100DR_DE_ADMS-9.zip) file.
3.	 The common files folder, the "ADMS-9" folder and the "Net Framework" folder exist are contained 

in the "FTM-100DR_DE_ADMS-9" folder.
4.	 Copy the "FTM-100DR_DE_ADMS-9" folder to the C drive hard disk.

Activating the ADMS-9 Programming Software
Double Click the "Ftm100dAdms9.exe" in ADMS-9 folder.

Uninstall the ADMS-9 Programming Software
Move the folder of the ADMS-9 folder to the trash box. 
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