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Introduction

This application is a software tool for updating the firmware of the WIRES-X connection kit manufactured by
Yaesu Musen Co., Ltd.

The applicable connection kit and the updated firmware versions are as follows.

» Connection kit: HRI-200 (connection kit main body)

* Version: 1.01

» Destination: USA , EXP

CAUTION!
Before writing, make sure you check the Model and the Destination (Type) of your connection
kit.
Writing firmware of the wrong model and destination to the connection kit may cause abnormal
operation or failure.

Important Notes

« All responsibility for the usage of this software lies with the customer. We cannot be held responsible in any
way for any damages or losses, which may be incurred by the customer as a result of using this software.

» Copyrights and all other intellectual property rights for the software, as well as the software manual, are the
property of YAESU MUSEN CO., LTD.

» Revision, modification, reverse engineering, or decompiling of this software is prohibited. Redistribution,
transfer, and resale of downloaded files are also prohibited.

» Downloaded files may only be used for personal use.

« If you cannot perform the firmware upgrad yourself, please consult with one of our sales sites or service
centers.

System Requirements (Operating Environment)

In order to use this program, a personal computer (PC) with one of the following Windows operating systems,
and a USB data connection cable are required

Supported Operating Systems

One of the following operating system environments:

+ Microsoft® Windows® 10 (32 bit / 64 bit)

+ Microsoft® Windows® 8.1 (32 bit / 64 bit)

+ Microsoft® Windows® 8 (32 bit / 64 bit)

+ Microsoft® Windows® 7 (Service Pack 1 or later)

+ Microsoft® Windows Vista™ (Service Pack 2 or later)

The above-mentioned OS and Microsoft .NET Framework 3.5 Service Pack 1 need to be installed.

CPU
The performance of the CPU must be able to satisfy the operating system requirements.

RAM (System Memory)

The capacity of the RAM (system memory) must be more than sufficient to satisfy the operating system
requirements.

HDD (Hard Disk Drive)

The capacity of the HDD must be more than sufficient to satisfy the operating system requirements.

In addition to the memory space required to run the operating system, about 50 MB or more of additional
memory space is required to run the program.

Necessary PC peripheral interfaces
USB interface (USB Port)

Cables
USB cable for connecting the personal computer (PC) to the HRI-200.




Install./.Uninstall. Procedure

Installation procedure

1. Download and unzip (extract) the update program.

2. When decompressed, the folder will automatically open. Click on the Yaesu icon in the folder to execute

the update program.
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Uninstall procedure

Delete the folder opened by the update program.

If the USB driver is installed, delete the following two files by un-installing the programs inside the Windows
control panel.

For 32 bit OS

Renesas USB Development Tools Driver

Windows Driver Package - Renesas Electronics Corporation (HmseUsb) Renesas USB (11/27/2003 1.1.8.0)
For 64 bit OS

Renesas USB Development Tools Driver

Windows Drive Package - Renesas Electronics Corporation (HmseUsb) Renesas USB (07/01/2010 1.1.9.0)




Using the Programmer

Start-up Screen

BB YAESU Firmware Update Program li‘_l-z_hj

Model : HRI-200
Type . ENG

Version ©  1.01

First, complete the communication environment setting, then press the Update button.

When updating the firmware of this model for the first time, press the "USEB Driver Install”
button, then install the USB Driver.

COM Port | -]
Baud Rate (bps) | J
USB Driver Update Exit
Install (]

A

(a) Check the Model and the Destination (Type)
Upon running the update program, be sure to check the MODEL and TYPE of the user’s connection kit when
the above screen appears,

(b) Installing the USB driver

When updating the firmware of this model for the first time, the USB driver needs to be installed.

Click the “USB Driver Install” button to run the installation.

(The driver does not need to be installed when updating the firmware for the second or subsequent
insulations).

Commence Update

When the model and destination checks in (a) above have been made, and the USB driver has been
installed, click the “Update button” to advance to the next screen and prepare the HRI-200 for the firmware
update installation.

Pressing the “EXIT” button will end the update program.



Installation of USB driver 1
Click the “Install” button when the below screen appears.

-
Driver Install —

VWhen updating the firmware of this model for the first time, installing the USB Driver
is required before connecting the device you want to update to your computer.
(Installing is not required from the second update.)

VWould you like to install the USB Driver?

Install Cancel

Click the “Install” button when the Windows Security screen is displayed.

Would you like to install this device software?

Mame: Renesas Electronics Corporation
Publisher: Renesas Solutions Corp.

] Always trust software from "Renesas Solutions [ Install ] Don't Install
Corp.".

@ You should only install driver software from publishers you trust. How can I decide which
device software is safe to install?




Wait for the installation to complete when “USB Driver Loading...” is displayed

|
Driver Install -

VWhen updating the firmware of this model for the first time, installing the USEB Driver
is required before connecting the device you want to update to your computer.
(Installing is not required from the second update.)

VWould you like to install the USE Driver?

USB Driver Loading...

|

When the installation of the USB driver ends, the Microsoft Visual C++ 2008 Redistributable setup screen is
displayed. Click “Next” to continue the installation.

2] Microsoft Visual C++ 2008 Redistributable Setup [E=

Welcome to Microsoft Visual C++ 2008
Redistributable Setup

This wizard will guide you through the installation process.

[ Mext = ] Cancel




Read the details of the licensing terms that are displayed, and check “I have read and accept the license
terms.” Then click the “Install” button.

) Microsoft Visual C++ 2008 Redistributable Setup ES IR

License Terms

Be sure to carefully read and understand all the rights and restrictions described in the
license terms. You must accept the license terms before you can install the software.

MICROSOFT SOFTWARE LICEMSE TERMS
MICROSOFT VISUAL C++ 2008 RUNTIME LIBRARIES (X85, IAS4 AMD X54) b

These license terms are an agreement between Microsoft Carparation (or based on
where you live, one of its affiliates) and vou. Flease read them. They apply to the
software named above, which indudes the media on which vou received it, if any. The
terms also apply to any Microsoft

-

Press the Page Down key to see more text.

[¥]T have read and accept the license terms.;

[ < Back [ Install = J

When the message “Setup Complete” is displayed, click the “Finish” button.

18] Microsoft Visual C++ 2008 Redistributable Setup B

Setup Complete

Microsoft Visual C++ 2008 Redistributable has been successfully installed.

It is highly recommended that you download and install the latest service packs and
security updates for this product.

For mare information, visit the following Web site:




When the driver setup is completed, the screen shown below describing the procedures to prepare the
PC to recognize the connection kit appears. Carry out the respective tasks as described in the following
illustrations, and then click next to “Advance to the Next Screen (Installation of USB Driver 2)” for details.
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Driver Install

MNext, prepare the device you want to update.
1. Switch the device you want to update to "Program writing mode".
2_After switching mode, connect the device to your computer using a USB cable.

3. Press the "NEXT" button.

MNext

Installation of USB driver 2
Switching to the program writing mode
Remove the two screws enclosed by the circles at the front of the main body

r—

B = =
HRI-200

Wide-Coverage Internet Repeater Enhancement System

Remove the two screws enclosed by the circles at the back of the main body. Slightly loosen the two screws
indicated by the arrows and remove the top case.
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Move the switch to the PRG position (right side) to change to the program-writing mode.
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Connect the USB terminal at the back of the main body and the USB terminal on the PC with the included
USB cable.
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Checking the USB driver

Open the Windows device manager on the PC.
If the USB driver is installed correctly, it will be listed as shown by the highlight selection in the enclosed
square under (Generic Boot USB Direct in the Renesas USB Development Tools).
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3% Human Interface Devices
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B “'d_‘ Multifunction adapters
1 &F Network adapters

T System devices
[ i Universal Senal Bus controllers

Click the “Next” button to proceed to update the program.

-

Driver Install -

MNext, prepare the device you want to update.
1. Switch the device you want to update to "Program writing mode".
2_After switching mode, connect the device to your computer using a USB cable.

3. Press the "NEXT" button.
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Refer to next page “Driver update method” to update the driver as the PC will recognize the driver incorrectly
when the “Renesas USB1653 USB Boot Mode Device” in the Universal Serial Bus controllers is installed as
shown in the Device Manager below.
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b B, Display adapters

e DVD/CD-ROM drives
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b ﬂ Mice and ather pointing devices

1+ & Moniters
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i@ Generic USE Hub

S Generic USB Hub

‘g Generic USB Hub

m

5B Enhanced Host Controller - 1C26
B Enhanced Host Controller - 1020

g Intel(R) & Series/C200 Series Chipset Family
1§ Renesas USB1653 USE Boot Mode Device

USB Compesite Device

USB Root Hub 4
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Driver update method

Check that the program switch of the HRI-200 main body is move to the PRG position (program writing

mode), and connect the HRI-200 and PC with the enclosed USB cable.

Note: The driver will not be displayed in the device manager if the HRI-200 and PC are not connected by the

enclosed USB cable.

Open the device manager of the PC, select the “Renesas USB1653 USB Boot Mode Device” in the Universal
Serial Bus controllers, and right-click the mouse to display the above. Then click “Update Driver Software”.

» B Display adapters

> £ DVD/CD-ROM drives

» 45 Human Interface Devices

» €@ IDE ATA/ATAPI controllers
2 Keyboards

a Mice and other pointing devices
» & Monitors

b I Multifunction adapters

b ? MNetwork adapters

» T Ports (COM & LPT)

» 2} Processors

b ﬁ Sound, video and game contrellers

r.ﬂ Device Manager EM
File Action View Help
= mEHm & E RS
1M Computer -
b g Disk drives G

Uninstall

Launches the Update Driver Software Wizard for the sele

-

Scan for hardware changes

Properties

i -jM System devices
4§ Universal Serial Bus controllers
I § Generic USB Hub
i § Generic USB Hub
Generic USE Hub
@ Intel(R) 6 Series/C200 Series Chipset Farnily USB Enhanced Host Controller - 1C26
i Intel(R) 6 Series/C200 Series Chipset Family USB Enhanced Host Contreller - 1C2D
ok i Renesas USB1653 USE Boot Mode Devighy
i § USERoot Hub =
i § USERoot Hub

m
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Click “Browse my computer for driver software”.

-

) L Update Driver Software - Renesas USB1653 USB Boot Mode Device

How do you want to search for driver software?

=+ Search automatically for updated driver software
Windows will search your computer and the Internet for the latest driver software
for your device, unless you've disabled this feature in your device installation
settings.

= Browse my computer for driver software

Locate and install driver software manually.

Click “Let me pick from a list of device drivers on my computer”.

-

@ L Update Driver Software - Renesas USB1653 USB Boot Mode Device

Browse for driver software on your computer

Search for driver software in this location:

<+ Let me pick from a list of device drivers on my computer

This list will show installed driver software compatible with the device, and all driver
software in the same category as the device,
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Check “Show compatible hardware”, select “Generic Boot USB Direct” inside the model, and then click “Next”.
r | Ei N

@ L Update Driver Software - Renesas USB1653 USB Boot Mode Device

Select the device driver you want to install for this hardware.

Select the manufacturer and model of your hardware device and then click Mext, if you have a
< diskthat contains the driver you want to install, click Have Disk.

[] Show compatible hardware

Model

EA Genenc Boot USE Direct

;| Renesas USB1653 USE Boot Mode Device

[5] This driver has an Authenticode(tm) signature,

Tell me why driver signing is important

nr_d]

Click “Close” when the above-mentioned screen is displayed.
r | Ei B

&) L Update Driver Software - Generic Boot USB Direct

Windows has successfully updated your driver software
Windows has finished installing the driver software for this device:

Generic Boot USE Direct

=
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If you open the device manager of the PC and Generic Boot USB Direct is displayed in the Renesas USB
Development Tools as shown above, it means that driver update has been carried out normally.
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b g Disk drives

Mg, Display adapters
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o2 Keyboards

b ﬂ Mice and other pointing devices
- M| Monitors

101 Multifunction adapters

- AF Network adapters

> 75 Ports (COM & LPT)

Renesas USE Development Tools =

| § Generic Boot USE Direct

- -fM| Syctem devices

Ji Universal Serial Bus controllers

= H Generic USE Hub

i § Generic USE Hub

-§ Generic USE Hub

i Intel(R) & Series/C200 Series Chipset Family USE Enhanced Host Controller - LC26
i Intel(R) 6 Series/C200 Series Chipset Family USE Enhanced Host Controller - 1C200
§ USB Composite Device

= ‘ USE Root Hub
- §

USE Root Hub

1

The driver update procedure ends with this.
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Preparing for the Update Transfer

Press the Update button to display the screen below where the preparation procedures required before
commencing the firmware update are written. Please carry out the respective tasks as follows.

When updating the firmware following the installation of the USB driver, click the “OK” button directly since
the necessary preparations have already been completed.

r. YAESU Firmware Update Program I. — -‘15-11
Model : HRI-200
Type . ENG
Version :  1.01
Be sure to carry out the following preparation work prior to commencing the update. =

1. Disconnect the USB cable from the HRI-200.

2. Remove the screws on the back and front of the main body to remove the top case.
3. Flip the program switch to the PRG position.

4. Connect the PC and HRI-200 with a USB cable.

Click the OK button below upon completion of the above-mentioned preparations.

Cancel

|

Disconnect the USB cable
Disconnect the USB cable from the main body.

h

Removing the top case
Remove the two screws enclosed by the circles at the front of the main body

PR = e = T
HRI-200

Wide-Coverage Internet Repeater Enhancement System
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Remove the two screws enclosed by the circles at the back of the main body. Slightly loosen the two screws
indicated by the arrows and remove the top case.

RADIO 2 RADIO 1

¥ ONITOR J "\) ‘ t }

17



I
il

s .!"J
7 ”nﬂlh

o L]

Connect the USB terminal at the back of the main body and the USB terminal on the PC with the provided
USB cable.

RADIO 1

When the above preparations are completed, click the “OK” button to advance to the next screen (Firmware
Update Screen).
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Firmware Update Screen
Click the “OK” button when a pop-up screen similar to the one below is displayed.

. YAESU Firmware Update Program

Model - HRI-200
Type ;. ENG
Version - 1.01

-
Select USB Device

| 1 USE device located

WID 045B&FID_0025:
Updating... 0%

USE Driver oK Cancel
Install

The progress bar is displayed when the updating starts. Wait for the updating to end. (The process takes

about 10 seconds.)

CAUTION!

Do not switch off the power supply to the PC or HRI-200 during the update.
The HRI-200 may not function normally if the firmware transfer is interrupted during the

upgrade.

PEE )

-
. YAESU Firmware Update Program

Model : HRI-200
Type - ENG
Version : 1.01

Updating... 39%

USE Driver 0K Cancel
Install
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When the update is complete and the following pop-up screen is displayed. Press the “OK” button.

. YAESU Firmware Update Program l = x |
Model : HRI-200
Type - ENG
Version : 1.01

HRI-200_ver101(ENG)

e >
@ Firrnware Update is complete,
- >

Updating... 100%

USE Driver 0K Cancel
Install

The following pop-up screen will be displayed when the updating is cancelled or when the update cannot be
carried out for some reason.

r. YAESU Firmware Update Program = & .|1
Model : HRI-200
Type . ENG
Version :©  1.01

HRI-200_verl01(ENG)

@ Power is not turned on or cable is disconnected. Please check it.
' (HAZ2H00)

USE Driver

oK Cancel
Install

When this screen is displayed, check the power and cable connections and repeat the steps from the
beginning.
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Final Reassembly and Operations

When the updating is completed, the screen below where the final operating procedure is written will appear.
Please carry out the respective tasks as follows.

r. YAESU Firmware Update Program = i |
Model : HRI-200
Type : ENG

Version : 1.01

Update program has been transferred. -
Be sure to carry out the following procedure at the end.

1. Disconnect the USE cable from the HRI-200.

2. Flip the program switch to the NORM position.

3. Install the top case and tighten the screws.

4. Connect the PC and HRI-200 with a USE cable.

5. Start the WIRES-X software and check the version.

OK Exit

Disconnect the power cable
Disconnect the USB cable from the main body.

h

RADIO 1

&
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Move the program switch to the NORM position (left side) to change to the normal operation mode.
(The HRI-200 will not work if the switch is not returned to the operating mode.)




Installing the top case
Replace the top case onto the main body and insert the two front screws enclosed by the circles.

B = = T
HRI-200

Wide-Coverage Internet Repeater Enhancement System

Insert the two screws enclosed by the circles at the back of the main body and tighten the two screws
indicated by the arrows.

F RADIO 2 RADIO 1
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Connecting the USB cable
Connect the USB cable between the connector at the back of the main body and the USB terminal on the
PC.
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Check the Version No.
Start up the WIRES-X software and select the version information in Help as shown in the screen below.

o WIRES-X
File{F)  View(V] Connect(C) Tool(T) | HelpiH)
GUserlD | +DT.. | Act | Calvrq el TopicsiH) .| FregiviHa | soL [t [Len [ cComment
| WIRES Web Site
| About(A)...
+4,User ID | DT | CallSign | City State | 'Cou...] FregiMHz) | SQL | Lat | Lan | Comment

Check the version no. enclosed in the square.
If the version no. has been updated, the update has been completed successfully.

r B
=~ W = Em—=— N
Wide-Coveroge Internet Repeater Enhancement System
Digital/Analog
Information
Product Hame Version File Description
FWIRFS-_X FXF B (B o WIRES-X Application

I/F-Box Firmware Version A 1.01Q2015.01.22 WIRES-X I/F box(HRI-200) CPU...
'R‘IRES—X Setting dialo... WIRES-X Setting dialog box D...
WIRES-X Command DLL WIRES-X Command Dyneamic Link...
DialogBox control Dyn... DialogBox control Dynamic Li...
WIRES-X News Manageme... WIRES-X News Management Dyna...
WIRES-X Access Manage... WIRES-X Node RAccess Manageme...
WIRES-X Data Manageme... WIRES-X Data Menagement Dyna...
YRESU Digital transce... YRAESU Digital transceiver CO...
YRESU Router UENP ent... Router UBNP entry tool

PNG Image Convert DLL PNG Image Convert Dynamic Li...

.
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Copyright (C) 2002-2014 YAESU MUSEN CO.,LID. Copy to Clipboard I
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With this, all the tasks are completed.
Press the “Exit” button on the program screen of the PC to end the program. When updating the firmware of
another transceiver, pressing the “OK” button will return to the Startup screen.

Company and product names described in this manual are trademarks or registered trademarks.

Microsoft®, Windows®, Windows Vista®, Windows® 7, Windows® 8, Windows® 8.1, Windows® 10 are
registered trademarks of Microsoft Corporation in the United States and other countries.
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